
.0038 (.10)

.0032 (.08)
.0038 (.10)
.0032 (.08)

.017 (.43)

.013 (.33)

.017 (.43)

.013 (.33)

.0038 (.10)

.0032 (.08)

.0012 (.03)

.0008 (.02)
DIA.

.0038 (.10)

.0032 (.08)

.008 (.20)

.006 (.15)

.008 (.20)

.006 (.15)

GOLD BONDING PAD
5 PLACES

ANODE

CATHODE LEAD

.005 (.13)
MAX.
DIE
THICKNESS

.0006 (.015)

.0002 (.005)
THK
LEAD
2 PLCS.

.011 (.28)

.009 (.23)

.010 (.25)

.008 (.20)

.010 (.25)

.008 (.20)

.006 (.15)

.004 (.10)
.011 (.28)
.009 (.23)

2 PLCS.

.015 (.381) NOM

.015 (.381) NOM

SILICON

METALIZED
GOLD POST

METALIZED BACK
CONTACT GOLD

.005 (.13) NOM

Notes:
Top contact & chip size depends on
diode parameters.

Top & bottom contacts gold.

Consult factory.

.199 (5.05)

.193 (4.90)

.057 (1.45)

.047 (1.19)

.030 (.762)

.020 (.508)

.190 (4.83)

.180 (4.57)

.296 (7.52)

.292 (7.42)
D

.250 (6.35)

.246 (6.25)
D

.094 (2.39)

.092 (2.34)
D

.240 (6.10)

.220 (5.64)
D

.215 (5.46)

.195 (4.95)
D

.840 (21.3)

.800 (20.3)

.792 (20.1)

.766 (19.5)

Note:
Base non-removable, enclosing prong
with dimensions same as other prong.

PK 10

PK 33

PK 85

PK 32

PK 75

PK 31

PK 12PK 11

PK 35

PK 100

PK 36

PK 101 PK 102

PK 19



DIA.
.104 (2.64)
.096 (2.44)

COVER

.175 (4.44)

.125 (3.18)

.042 (1.06)

.028 (.071)

.005 (.127)

.003 (.076)

.022 (.56)

.018 (.46)
4 PLCS

.104 (2.64)

.092 (2.34)
SQ.

.011 (.279)

.009 (.229)
THICK SUBSTRATE

.005 (.127)

.003 (.076)
4 PLCS.

.040 (1.02) MAX.

.053 (1.35)

.047 (1.19)

.053 (1.35)

.057 (1.45)

.135 (3.43)

.115 (2.92)
4 PLCS.

.016 (.41)

.014 (.36)
4 PLCS.

PK 65

PK 20 PK 22

PK 37

PK 25 PK 26R PK 28

PK 38 PK 43 PK 50

PK 103 PK 105

Ordering Information
To order any of our services, semiconductors, or supplies please call our customer service 

team at 603-624-8311, or visit our website and submit a Request for Quotation (RFQ).

920 Candia Road, Manchester, NH 03109   

Phone 603-624-8311  •  Fax 603-624-8312

www.SemiGen.net




